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TUTORIAL 7 - HOW TO USE WAYPOINT USING PROMARK 500 

 

Steps: 

i. By using MapInfo software, select or find the lot that you want to waypoint. 

ii. Once found, select the lot and export to MapInfo Interchange (*.mif) format. 

iii. The Survce application in the data logger (Promark 500) can only read the (*.shp) and 

(*.dxf) types of folder. 

iv. Because of that, we need to translate the (*.mif) file to (*.shp) or (*.dxf) format by 

using Universal Translator in the MapInfo software. 

v. Open Survce application in the data logger, create a new job and import the (*.shp) 

or (*.dxf) file. The lot will be shown in the window. 

vi. Lastly, click at SurveyҦStake Point and select the point that you want the GPS 

navigate you. 

 

*Please take note that for this tutorial, we are using Survce application in the desktop to 

show the demostration. 

 

 

 

 
Open MapInfo Professional 9.0 

 

 
/ƭƛŎƪ ŀǘ ΨhǇŜƴ ŀ ¢ŀōƭŜΩΦ 
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Select your file. In this case, we use  data of PDUK Selangor. 

 

 
¢Ƙƛǎ ƛǎ ǘƘŜ ΨǾƛŜǿΩ ŎƻƳŜ ƻǳǘ ŦǊƻƳ ǘƘŜ Řŀǘŀ ƻŦ t5¦Y {ŜƭŀƴƎƻǊΦ 
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Select Layer Control. Untick layer Stn, Plan and IndexMap and click OK. 

Just tick at Lot. 

 

 
The window will shows the data of lot only. 

 

 

 

Layer control  
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Now, choose /find the lot that you want to waypoint. Select the lot and  

click at Table Ҧ 9ȄǇƻǊǘΦ 

 

  
/ƘƻƻǎŜ Ψ{ŜƭŜŎǘƛƻƴΩ ǘƻ ŜȄǇƻǊǘΦ 
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Put a name for the file and save the file in MapInfo Interchange (*.mif) format. 

 

  
To upload the file into the data logger, we need to translate the file  

to (*.shp) or (*.dxf) format file. 
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 Translation process. 

 

 
The window will show just like in the picture if your translation is succesfully translated. 

Select the source 

file (*.mif format) 

Select the output 

format (*.shp) 

and the directory 
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This is the example of the translated file of (*.shp) format. 

 

 
Before you open the Survce application in the data logger, please do not forget to copy the 

translated file of (*.shp) or (*.dxf) file into the memory card. Then, open the Survce  

application and create a new job. 

 

 


